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General​ ​information 
Address  

Krona 
Hasbergsvei​ ​36 
3616​ ​Kongsberg 
Norway  

Map  

 
 
GPS​ ​Coordinates:​ ​59.665233,​ ​9.643884 

Building​ ​summary  
 
Kongsberg​ ​Musikkteater​ ​is​ ​a​ ​multipurpose​ ​theatre​ ​generally​ ​used​ ​for​ ​music,​ ​theater, 
shows​ ​and​ ​​ ​conferences.​ ​The​ ​theatre​ ​has​ ​modern​ ​stagecraft,​ ​sound​ ​reinforcement 
and​ ​lighting​ ​solutions. 
As​ ​one​ ​of​ ​the​ ​few​ ​venues​ ​in​ ​Europe,​ ​Kongsberg​ ​Musikkteater​ ​is​ ​equipped​ ​with 
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Meyersound​ ​Constellation​ ​electronic​ ​acoustic​ ​system 
(https://meyersound.com/product/constellation/) 
Kongsberg​ ​Musikkteater​ ​has​ ​to​ ​venues​ ​​Sølvsalen​​ ​and​ ​​Musikkteateret​​ ​-​ ​both​ ​with 
good​ ​backstage​ ​and​ ​greenroom​ ​facilities​ ​for​ ​artists.  
 
Venue​ ​plans​ ​are​ ​available​ ​and​ ​can​ ​be​ ​sent​ ​upon​ ​request.  
Access​ ​and​ ​load​ ​in​ ​for​ ​any​ ​vehicle​ ​must​ ​be​ ​arranged​ ​in​ ​advance.  
 
General​ ​parking​ ​can​ ​be​ ​found​ ​in​ ​Skauløkka​ ​Parkeringshus,​ ​in​ ​walking​ ​distance​ ​from 
the​ ​Venue​ ​(Address:​ ​Hasbergs​ ​vei​ ​66,3616​ ​Kongsberg)  
 
Smoking​ ​is​ ​not​ ​permitted​ ​in​ ​any​ ​of​ ​the​ ​internal​ ​areas.  
 
Loading​ ​area​ ​access​ ​from​ ​Oslo​ ​via​ ​E134.​ ​See​ ​map.  

Time​ ​Zone  
GMT​ ​+01:00​ ​Amsterdam,​ ​Berlin,​ ​Bern,​ ​Oslo,​ ​Roma,​ ​Stockholm,​ ​Wien  

Contacts  
Manager​ ​Per​ ​Gustavsen,​ ​+4740231088,​ ​​pg@kongsbergmusikkteater.no 
http://www.kongsbergmusikkteater.no/kontakt/​​ ​​ ​(in​ ​Norwegian) 

 

Get​ ​in  
The​ ​loading​ ​entrance,​ ​stage​ ​door​ ​and​ ​backstage​ ​entrance​ ​have​ ​access​ ​from​ ​E134 
(See​ ​map).  
The​ ​loading​ ​entrance​ ​has​ ​direct​ ​access​ ​to​ ​stage​ ​in​ ​Musikkteateret​ ​(Large​ ​scene, 
ground​ ​level),​ ​and​ ​access​ ​to​ ​cargolift​ ​to​ ​Sølvsalen​ ​(2nd​ ​floor) 
 

Loading​ ​entrance​ ​dimensions  
Outside​ ​to​ ​backstage​ ​​Door​ ​Width​ ​​3.4​​ ​meter,​ ​​ ​Height​ ​​3.9​​ ​meter 
Stage​ ​to​ ​backstage ​ ​​ ​​Door​ ​Width​ ​​2.8​​ ​meter,​ ​​ ​Height​ ​​3.2​​ ​meter 

​ ​Cargolift​ ​from​ ​ground​ ​floor​ ​to​ ​2nd​ ​floor  
Door​ ​Width​ ​​1,7​​ ​meter,​ ​​ ​Height​ ​​2,0​​ ​meter,​ ​Length​ ​​2,8​ ​m 
Maximum​ ​payload​ ​2000Kg  
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Seating 

Musikkteateret​ ​-​ ​seating 
Musikkteateret​ ​has​ ​a​ ​standard​ ​configuration​ ​with​ ​a​ ​total​ ​of​ ​532​ ​seats​ ​(row​ ​1-21).​ ​See 
seatplan​ ​below. 
Row​ ​A-C​ ​is​ ​located​ ​in​ ​orchestral​ ​pit​ ​and​ ​are​ ​functional​ ​as​ ​a​ ​extension​ ​of​ ​the​ ​amfi 
seatings​ ​in​ ​row​ ​1-21.​ ​Seats​ ​may​ ​be​ ​available​ ​on​ ​request. 
Seats​ ​in​ ​row​ ​1-14​ ​may​ ​be​ ​removed,​ ​giving​ ​room​ ​for​ ​1200​ ​standing​ ​audience​ ​and​ ​154 
seats. 

 

 

 

Sølvsalen​ ​-​ ​seating 
Sølvsalen​ ​has​ ​a​ ​standard​ ​configuration​ ​with​ ​a​ ​total​ ​of​ ​135​ ​seats.​ ​See​ ​seatplan​ ​below. 
All​ ​seats​ ​may​ ​be​ ​removed,​ ​giving​ ​room​ ​for​ ​200​ ​standing​ ​audience. 
Sølvsalen​ ​may​ ​easily​ ​be​ ​converted​ ​to​ ​a​ ​blackbox​ ​theatre​ ​using​ ​black​ ​panels​ ​and 
curtains,​ ​all​ ​remotely​ ​controlled​ ​from​ ​an​ ​Ipad.  
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FOH 
Technical​ ​seatings​ ​for​ ​Sound/Light-mixer​ ​are​ ​situated​ ​in​ ​row​ ​19-21​ ​in 
Musikkteateret.​ ​See​ ​seating​ ​plan​ ​above. 
 
When​ ​amfi​ ​seatings​ ​are​ ​removed​ ​FOH​ ​can​ ​be​ ​located​ ​at​ ​floor​ ​level. 
 
FOH​ ​in​ ​Sølvsalen​ ​are​ ​situated​ ​at​ ​behind​ ​seating. 
Ma​ ​be​ ​at​ ​floor​ ​level​ ​when​ ​amfi​ ​seatings​ ​are​ ​removed. 
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Stage​ ​details  

Musikkteateret​ ​Dimensions 

 
 
Surface:​ ​Dark​ ​oak​ ​parquet 
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Sølvsalen​ ​Dimensions 
Stage​ ​width​ ​10.0​ ​m 
Stage​ ​depth​ ​5.2​ ​m 
 
Surface:​ ​Natural​ ​oak​ ​parquet 

 

Musikkteateret​ ​-​ ​Power 
 

Quantity  Location  Amps Phase  Volt  Conn. 

2 Stage​ ​left​ ​and​ ​right 63A  3  400V  5​ ​Pin  

4 Stage​ ​left​ ​and​ ​right 32A  3   4​ ​Pin  

10 Stage,​ ​Unswitched 16A  2  230V  Shuko  

8  Stage,​ ​Switched 16A  2  230V  Shuko  

1  Backstage  63A  3  400V  5​ ​Pin  

2  Backstage  16A  2  230V  Shuko  

 

Sølvsalen​ ​-​ ​Power 
 

Quantity  Location  Amps Phase  Volt  Conn. 

2 Stage​ ​left​ ​and​ ​right 63A  3  400V  5​ ​Pin  

1 Stage​ ​right 32A  3   4​ ​Pin  

2 Stage,​ ​Unswitched 16A  2  230V  Shuko  

2  Stage,​ ​Switched 16A  2  230V  Shuko  

 

Linoleum​ ​Dance​ ​Floor 
 
6​ ​x​ ​12​ ​m​ ​length/1.6m​ ​wide 
Colour​ ​is​ ​black​ ​-​ ​light​ ​grey​ ​on​ ​back. 
Linoleum​ ​Dance​ ​Floor​ ​cannot​ ​be​ ​painted,​ ​cut​ ​or​ ​perforated.  
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Flexible​ ​stage​ ​system 
Kongsberg​ ​Musikkteater​ ​is​ ​equiped​ ​with​ ​a​ ​Nivtec​ ​flexible​ ​stage​ ​system​ ​for​ ​building​ ​risers​ ​or 
“stage​ ​on​ ​stage”: 
 

Quantity  Width Length Type 

68 1​ ​m 2​ ​m Rectangular​ ​platform 

15 0,5​ ​m 1​ ​m Rectangular​ ​platform 

6   Triangle 

 

Sound​ ​facilities  

Musikkteateret​ ​-​ ​Digital​ ​acoustics  
As​ ​one​ ​of​ ​the​ ​few​ ​concert​ ​halls​ ​in​ ​Europe,​ ​Musikkteateret​ ​is​ ​equipped​ ​with​ ​a​ ​Meyersound 
Constellation  
Constellation​ ​is​ ​a​ ​digital​ ​approach​ ​to​ ​controlling​ ​reverberation​ ​time,​ ​early​ ​reflections,​ ​and 
other​ ​key​ ​ingredients​ ​vital​ ​to​ ​the​ ​sonic​ ​clarity,​ ​warmth,​ ​and​ ​resonance​ ​of​ ​the​ ​venue.​ ​The 
system​ ​integrates​ ​128​ ​high-quality​ ​loudspeakers,​ ​38​ ​microphones,​ ​digital​ ​processing​ ​units, 
patented​ ​algorithms,​ ​and​ ​proprietary​ ​certification​ ​techniques.  
Constellation​ ​offers​ ​an​ ​elegantly​ ​simple​ ​way​ ​to​ ​transform​ ​architectural​ ​acoustics​ ​with​ ​a​ ​finger 
tap,​ ​affording​ ​a​ ​level​ ​of​ ​sonic​ ​flexibility​ ​never​ ​before​ ​possible. 

 

 

Musikkteateret​ ​-​ ​FOH​ ​Console​ ​&​ ​Processors 
 

Quantity  Equipment Comments  

1  Midas​ ​Pro​ ​3​ ​Digital 
Mixer 

48+8​ ​inputs.  

1 Midas​ ​DL371 Audio​ ​engine​ ​for​ ​Pro3 

1 Midas​ ​DL251 48​ ​Mic​ ​input,​ ​16​ ​output​ ​for​ ​Pro3 

1 Midas​ ​DL155 8​ ​Mic​ ​input,​ ​8​ ​output, 
4​ ​AES3​ ​input,​ ​4​ ​AES3​ ​output 
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1 Klark​ ​Teknik​ ​DN9650 
with​ ​Dante​ ​interface 

Dante​ ​for​ ​Midas​ ​Pro​ ​3 

   

1  Lexicon​ ​PCM92 2​ ​stereo​ ​engines  

 
 

Musikkteateret​ ​-​ ​Main​ ​Speaker​ ​System 
 

Speakers  Equipment  Comment 

PA​ ​Controller 1 Meyer​ ​Sound 
Galileo​ ​Calisto​ ​616 

Array​ ​processor,​ ​controlled​ ​by 
Compass​ ​software 

PA​ ​Main​ ​L&R 24 Meyer​ ​Sound​ ​Mina  4​ ​x​ ​3​ ​Line​ ​array​ ​groups 
on​ ​Left​ ​and​ ​Right​ ​side 

PA​ ​Front​ ​fill  2 Meyer​ ​Sound​ ​UPQ-1P  Left​ ​and​ ​Right​ ​side 

PA​ ​Front​ ​fill  4 Meyer​ ​Sound​ ​UPM-1P Used​ ​in​ ​front​ ​of​ ​audience 

PA​ ​Sub​ ​System  4 Meyer​ ​Sound​ ​1100-LFC 2​ ​placed​ ​above​ ​stage​ ​and 
one​ ​Left​ ​and​ ​Right​ ​side. 

Cinema​ ​Center 1 Meyer​ ​Sound​ ​UPQ-1P Positioned​ ​on​ ​request 

Cinema​ ​Center 1 Meyer​ ​Sound​ ​600-HP  Positioned​ ​on​ ​request 

 
 

Musikkteateret​ ​-​ ​Stage​ ​Monitor​ ​System  
 

Quantity  Equipment Comment  

4​ ​(8​ ​ch) LAB​ ​Gruppen​ ​IDP​ ​24000 2x​ ​1200​ ​Watt,​ ​DSP,​ ​total​ ​8​ ​channels 
Placed​ ​in​ ​main​ ​Rack 

2​ ​(4​ ​ch) LAB​ ​Gruppen​ ​IDP​ ​24000 2x​ ​1200​ ​Watt,​ ​DSP,​ ​total​ ​4​ ​channels 
Placed​ ​in​ ​a​ ​separate​ ​Flight 

12 Turbosound​ ​TMW-115  15”​ ​Passive  

6 Turbosound​ ​iX12 12”​ ​Active,​ ​Bluetooth,​ ​with​ ​stand 

8 Sennheiser​ ​EW​ ​300​ ​IEM​ ​G3 InEar​ ​monitor​ ​transmitters 
Placed​ ​in​ ​separate​ ​Flight/Rack 
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8 Sennheiser​ ​EW​ ​300​ ​IEM​ ​G3 InEar​ ​monitor​ ​beltpack​ ​receivers 

 
 
 

Sølvsalen​ ​-​ ​FOH​ ​Console​ ​&​ ​Processors 
 

Quantity  Equipment Comments  

1  Midas​ ​M32​ ​Digital​ ​Mixer  

 
 

Sølvsalen​ ​-​ ​Main​ ​Speaker/Stage​ ​Monitor​ ​System 
 

Speakers  Equipment  Comment 

PA​ ​Main​ ​L&R 4 Tannoy​ ​VXP​ ​15 Ceiling​ ​mounted 

 2 Tannoy​ ​VS15 Sub​ ​-​ ​Ceiling​ ​mounted 

 2 Tannoy​ ​VXP8 Floor 

 2 Turbosound​ ​TSP118B-AN Sub​ ​(floor) 

 
 
 
Musikkteateret​ ​-​ ​​Wireless​ ​Microphones​ ​​(may​ ​be​ ​used​ ​in​ ​Sßlvsalen​ ​as​ ​well) 
 

Quantity  Manufacturer  Model  Comment  

16 Sennheiser  EW​ ​572​ ​G3 Diversity​ ​receiver 
Placed​ ​in​ ​main​ ​Rack  

4 Sennheiser  EW​ ​572​ ​G3 Diversity​ ​receiver 
Placed​ ​​ ​in​ ​separate​ ​Flight 

12+4 Sennheiser  SK​ ​500​ ​G3 Wireless​ ​beltpack​ ​transmitter  

12 DPA​ ​d:fine 4066/4088​ ​+ 
4063  

Headset​ ​Microphone 

4  Sennheiser  SKM​ ​5200  Handheld​ ​Microphone 
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Musikkteateret​ ​-​ ​​Standard​ ​Microphones​ ​​ ​​(may​ ​be​ ​used​ ​in​ ​Sßlvsalen​ ​as​ ​well) 
 

Quantity  Manufacturer  Model  Comment  

12 Shure Beta​ ​58A  

4 Shure SM58A  

8 Shure SM57-LCE  

1 Shure Beta​ ​52A  

1 Shure Beta​ ​91A​ ​XLR  

1 Shure SM7B  

2 Shure KSM9​ ​HS  

3 Sennheiser e906  

4 Sennheiser e904  

4 AKG C414  

8 AKG C480B  

2 AKG C451​ ​B/ST matched​ ​stereo 

 

Sølvsalen​ ​-​ ​​Standard​ ​Microphones​ ​​ ​​(may​ ​be​ ​used​ ​in​ ​Musikkteateret​ ​as​ ​well) 
 

Quantity  Manufacturer  Model  Comment  

4 Shure SM58-LCE  

4 Shure SM57-LCE  

1 Shure Beta​ ​52A  

2 AKG C451​ ​B/ST matched​ ​stereo 

 

 

Other​ ​microphones​ ​​​ ​​(may​ ​be​ ​used​ ​in​ ​both​ ​venues) 

Quantity  Manufacturer  Model  Comment  

2 Schoeps CMC6​ ​/​ ​MK4  

1 Beyerdynamic M-88TG  
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1 Shure SM-7B  

1 Electrovoice RE-20  

1 DPA d:facto​ ​II  

4 DPA 4060/4061 Instruments 

2 DPA 4011 Grand​ ​piano​ ​-​ ​clips 

2 DPA 4099 Grand​ ​Piano​ ​-​ ​magnetic​ ​foot 

10 DPA 4099 with​ ​assorted​ ​instrument​ ​clips 

 

  

Other​ ​sound​ ​equipment  
 

Quantity  Manufacturer  Model  Comment  

12  Klark​ ​Teknik DN1000  Active​ ​DI​ ​box 

3 Klark​ ​Teknik DN200 Active​ ​stereo​ ​(Phono)​ ​DI​ ​box 

6 Turbosound  XI​ ​12 Active​ ​monitors 

1 Presonus StudioLive​ ​AR16 Portable​ ​Mixer 

 

 

  

Kongsberg​ ​Musikkteater​ ​-​ ​Technical​ ​Specification​ ​-​ ​Last​ ​update:​​ ​​2017-Aug-30 ​ ​​ ​​ ​​ ​​ ​​ ​​ ​​ ​​ ​​ ​​ ​​ ​​ ​​ ​Page​ ​12​ ​of​ ​19 



 

Lighting​ ​facilities 

Musikkteateret​ ​-​ ​Standard​ ​Light​ ​Setup 
 

Quantity  Manufacturer  Model  Comment  

1  MA​ ​Lightning GrandMA​ ​2​ ​Light  

4 Martin MAC​ ​Quantum​ ​Wash (available​ ​upon​ ​request) 

8 Martin MAC​ ​Quantum​ ​Profile  

12 Martin MAC​ ​Aura​ ​Wash 8​ ​over​ ​stage,​ ​4​ ​as​ ​moving​ ​front 

4 SGM G-Spot (available​ ​upon​ ​request) 

8 Selecon PL-4​ ​Profile  

8 Selecon PL1-Fresnel (available​ ​upon​ ​request) 

10 Selecon PL-CYC2​ ​Horizon  

12 Robert​ ​Juliat RJ​ ​ZEP​ ​240​ ​LF​ ​Fresnel  

4 SnowLighting SnowBlind4​ ​blinder ‘ 

30 Bright​ ​Norway XLED​ ​-​ ​RGBW​ ​LED 
Wash 

 

6 Philips Beam​ ​500fx  

2 Okero 619D  6x13​ ​A​ ​400V​ ​w/DMX 
(available​ ​upon​ ​request) 

6  PAR64​ ​Floor CP62​ ​(available​ ​upon​ ​request) 

12  PAR64 CP62​ ​(available​ ​upon​ ​request) 

 
Overview​ ​of​ ​standard​ ​configuration​ ​of​ ​DMX​ ​addresses​ ​and​ ​universe​ ​are​ ​available​ ​upon 
request. 
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